WOVEN WIRE FENCE STEEL FENCE POST OR 2 x 2 WOOD POST
(OPTIONAL) / MAX. 8 SPACING
18"
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SILT FENCE

EMBED SILT FENCE IN
TRENCH AS SHOWN

BACKFILL /

12" MIN.

NOTES:

1. PLACE SILT FENCE AT DOWNSLOPE LIMIT OF AREA TO BE GRADED.

2. SILT FENCE SHALL BE PLACED ALONG A LEVEL CONTOUR WITH AN ALLOWANCE
OF £+ 4 INCHES.

5. SEDIMENT TRAPPED BY THIS PRACTICE SHALL BE DISPOSED OF IN AN APPROVED
SITE IN A MANNER THAT WILL NOT CONTRIBUTE TO ADDITIONAL SILTATION.

4. SILT FENCE SHOULD BE SECURELY FASTENED TO EACH SUPPORT POST OR
TO WOVEN WIRE, WHICH IS IN TURN ATTACHED TO THE STEEL FENCE POSTS.

5. INSPECTION SHALL BE FREQUENT AND REPAIR OR REPLACEMENT SHALL BE
MADE PROMPTLY AS NEEDED.

6. SILT FENCE SHALL BE REMOVED WHEN IT HAS SERVED ITS USEFULNESS SO
AS NOT TO BLOCK OR IMPEDE STORM FLOW OR DRAINAGE.

7. ACCUMULATED SILT SHALL BE REMOVED WHEN IT REACHES A DEPTH OF 6
INCHES.

8. AT EACH END OF SILT FENCE, TURN FENCE UPSLOPE AND EXTEND UNTIL
GROUND SURFACE RISES 18 INCHES.
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